6DS5 

Beam Power Tube 

7-PIN MINIATURE TYPE 

For Audio Output Service in TV and Radio Receivers 

ELECTRICAL CHARACTERISTICS - Bogey Values 0 

Heater Voltage, ac or dc.6.3 V 

Heater Current.1^ 0.8 A 

Direct Interelectrode Capacitances:b 


Grid No.l to plate . . 

. C gl-P 

0.19 

pF 

Input: Gl to (K, G3, 

G2, H) . . C j 

9.5 

pF 

Output: P to (K, G3, 

G2, H). . c 

0 

6.3 

pF 


typical operation and characteristics 

Cathode-Bias Operation 

For the following characteristics , see Conditions below: 


Zero-Signal Plate Current . . 

* *b 

34.5 

27 

mA 

Max.-Signal Plate Current . . . 

*b(max.- 

■sig.) 

25 

mA 

Zero-Signal Grid-No.2 Current 

• u 

3.5 

3 

mA 

Max.-Signal Grid-No.2 Current 

*c2(max.-sig.) ^ 

9 

mA 

Plate Resistance (Approx.) . 

. r 

n 

28000 

28000 

a 

Transconductance . 

* 

6000 

5800 

/ijnho 

Load Resistance. 

• R i 

6000 

8000 

n 

Total Harmonic Distortion. . . 

• D t 

10 

10 

% 

Max.-Signal Power Output, . . 

. P 

2.8 

3.6 

W 

Conditions: 





Heater Voltage . 

■Eh 

6.3 

6.3 

V 

~ Plate Supply Voltage. 

• E bb 

200 

250 

V 

Grid-No.2 Voltage. 

■ e c2 

200 

200 

V 

Cathode-Bias Resistor .... 

' R k 

180 

270 

Q 

Peak AF Grid-No. 1 Voltage . 

* e clm 

7.5 

9.2 

V 

Fixed-Bias Operation 





For the following characteristics, see Conditions 

below: 


Zero-Signal Plate Current . . 

ib 

35 

29 

mA 

Max.-Signal Plate Current . . 

*b(max.-i 

sig.) 36 

32 

mA 

Zero-Signal Grid-No.2 Current 

*c2 

3 

3 

mA 

Max.-Signal Grid-No.2 Current 

*c2(max. 

-sig.) 9 

10 

mA 

Plate Resistance (Approx.) . 

r P 

28000 

28000 

n 

Transconductance . 


6000 

5800 

pmho 

Load Resistance. 

R 1 

6000 

8000 

n 


~jn f7D /jn Electronic 
JVAU0Z-/U Components 


data 1 

8-69 
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